
 

 

 

 

 
 Need to know the power draw of individual pieces of equipment in 

a cabinet or whether Brand X can really save you 10% power 
compared to Brand Y? 

 Want to know when a single outlet stops drawing power? 

 Need accurate power data for different option fits and applications? 

 Want to apportion energy costs to different users of one cabinet? 
 

 
Whether you are setting up a lab area for testing, or are looking for 

the additional security of “per socket” monitoring, 
IntelliDataSystems have a power strip to meet your needs.  

Socket monitoring strips in various sizes are available with 
IEC C13 and/or C19 outlets, or British 13A outlets, with 

and without circuit protection and other options. 
The standard socket monitoring solution measures 

each outlet’s current draw once a minute.  At the 
same time there is continuous monitoring of 

overall strip power. This design gives socket 
readings within 3% accuracy and an overall 

strip power accuracy of better than 2%.. 
The enhanced version of the strip 

provides continuous power 
measurement of each socket  at 

better than 2% accuracy. 
Both systems meet the 

technical requirements of 
the Carbon Trust’s 

ECA scheme and 
are fully 

compatible with 
IntelliData 

Systems ECO 
monitoring 

software. 
 
 

Outlet Monitoring 

 
 
 
 
 
 
 
 

IEC IntelliStrip with 
16 x C13 + 4 x  C19 
individually monitored, 
individually switchable 
sockets.  Includes door 
monitoring and temperature 
and humidity sensor inputs 
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Unit 12 Spectrum House 
32 -34 GordonHouse Road 
London NW5 1LP 

T:  020 7485 4500 
E:  info@intellidatasystems.com 
W: www.intellidatasystems.com 

 

 
Shown above is the IntelliManager view of the enhanced socket monitoring strip.  A 
standard strip will show Amps per channel (socket) and overall strip values of Volts, 
Watts, VA and kWHrs. 
The IntelliManager software allows users to see summaries of power draw per site, 
per room, per PDU or per phase and then drill down to see individual racks, strips 
and finally sockets. 
 

Options 

Socket Types:  IEC C13;  IEC C19;  UK 13A,  Schuko 
Size:    4, 8, 12, 16, 20 and 24way strips 
Sensors:   1 x door;  1 x temperature & Humidity 
Socket control:  Momentary on/off (reboot)  - enhanced strip only 
 

 

 

Rack level 

Socket level 

Strip level 


